
Unit no. TC55

TEST CONTAINER

Dimensions
Length(mm)..................................................................: 6058 Width(mm).............................................: 2438 Height(mm).............................................: 2960
Transport weight (kg)..................................................................: 6950
Weight  Tara (kg)..................................................................: 6950 Weight  Payload (kg).............................................: 8050 Weight  Gross (kg).............................................: 15000
Lifting/ Transportation..........................................: Container with forklift channels and lifting slings. DNV 2.7.1. EN 120791.
Certificate(s) / Serial No:......................................: 120446 / IKMU 0029

Construction year
Built..................................................................: 2013
Upgraded/rebuilt..................................................................: 2018

Area of use /  certification
Onshore/offshore..................................................................: Offshore
Standard.........................................................: Norsok Z015, Zone 1
Z015 (type)..................................................................: B
Over Pressure (Yes/No)..................................................................: Yes

Type
Item type........................................................: Test container  over pressure. (N2/He leak testing)
Container Type..................................................................: Test/ Instrument container

Content
Content..........................................................:  Light 

 Emergency light 
 Heater
 230 V Socketoutlets
 Data/teleoutlets
 Fire extinguisher 12kg.
 Air conditions
 Purge panel
 Fire extinguisher
 PA Speaker
 Smoke detector
 Manual callpoint
 Ventilation fan & gas detector and office furnitures
 Emergency hatch
 Window

Connections
Inlet connection.................................................: 1" offshore claw coupling (for air)

Power supply
El.Power1..................................................................: 440 V (Hz).............................................: 50/60

Additional information
Equipment / Functions............................................: The key shall be delivered at the maintenance workshop when the container is at Sola.
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