
Unit no. HJ80

HYDROJET  ELEKTRISK

Dimensions
Length(mm)..................................................................: 2110 Width(mm).............................................: 1165 Height(mm).............................................: 2000
Weight (kg)..................................................................: 3000
Lifting/ Transportation..........................................: Frame with forklift channels and chain, ref. sert. frame red231031

Construction year
Built..................................................................: 2021

Area of use /  certification
Onshore/offshore..................................................................: Offshore
Z015 (type)..................................................................: U99
Standard.........................................................: Zone 1, EX II 2G Ex IIB T3 GB

Flow / Pressure / Volume
Tank Volume (ltr)..................................................................: 300
Hz v Qmax measure..................................................................: 60 Qmax (l/min).............................................: 195
Hz v Pmax measure..................................................................: 60 Pmax (bar).............................................: KIT 1: 400bar KIT 2: 165bar
Flowrate1........................................................: Kit 1: 400bar 50Hz 60 l/m 60Hz 75 l/m
Flowrate2........................................................: Kit 2: 165bar 50Hz 165 l/m 60Hz 195 l/m
Max temp. (GrC)..................................................................: 60

Connections
Inlet connection.................................................: 1" BSP Male
Outlet connection................................................: 1” BSP Male

Pump(s)
Pump1 (type).....................................................: Kamat K9000 
Pump1 (Cert. No.)................................................: 180486 
Pump2 (type).....................................................: Fødepumpe: Grundfos CRM151EUFGJlVHQQV
Pump2 (Cert. No.)................................................: A998516310000001

Motor / Engine(s)
Motor1 (type)....................................................: Bartec Varnost 5KTB 250 M4 II2G EX db eb II BT4 Gb 

(certnr. : BVS 16 ATEX E 129 X) 

Motor1 (Cert. No.)...............................................: 20209049 
Motor2 (type)....................................................: Batec Varnost 4KTB 90 S2 II2G Ex de II BT4 Gb 

(Certnr: BVS 13 ATEX E 125 X)
Motor2 (Cert. No.)...............................................: 202088623

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 125
El.Power1..................................................................: D380415 (Hz).............................................: 50 (kW).............................................: 55 (A).............................................: 98,0
El.Power2..................................................................: Y660720 (Hz).............................................: 50 (kW).............................................: 55 (A).............................................: 56,5
El.Power3..................................................................: D440480 (Hz).............................................: 60 (kW).............................................: 64 (A).............................................: 104
El.Power4..................................................................: D380415 (Hz).............................................: 60 (kW).............................................: 55 (A).............................................: 98,3
El.Power5..................................................................: Y660690 (Hz).............................................: 60 (kW).............................................: 55 (A).............................................: 56,7
Starter..........................................................: MES Snr: 2000803001 

EX II2(I) GEx DB EB (ia Ga) IIC T4 Gb (Presafe 21 ATEX 54724 X)
400690V Max load 125A 50/60Hz
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Filter
Outlet filter (qty)..............................................: 1
Outlet filter house (type).......................................: FH 2,4L 420BAR85A
Outlet filter element (type).....................................: P164598
Inlet filter (qty)...............................................: 1
Inlet filter house (type)........................................: FH 2,5L 100BAR85A
Inlet filter element (type)......................................: P164598

Additional information
Equipment / Functions............................................: Flowmeter,Floatvalve,Thermometer,PSV,Fluidcooler and oilcooler, Possibility for particle counter, Level switch

Can also be used as hydrojetting and chemical cleaning (PU) with fluid up to 60grC
Unit can be delivered with two plungerset this must be specified on order
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