Unit no. VIC-77A

VIDEO INSPECTION CAMERA SYSTEM

Dimensions

Length(mm).....c.ccooiiiiiiiiniieel. 1200 Width(mm)............ 800
Weight (Kg)....ccoeooeereneeienieiencel. 60

Type

ltem type......ccceevviiiviiiiesiceneen . Stakekamera
Fabricator............cccccecieviiicienes. Kummert

... ProfiHD

: HD vogn S/N: 114243
Kamera S/N: 114326
Stor stakefjer S/N: 113962
Liten stakefjgr S/N: 114359
EasyTab S/N: 114309

Flow / Pressure / Volume

Range of use - Minimum (& mm)..... 40.0
Range of use - Max recom.(d mm).: 200.0

Camera diametre (mm).................... 27.0

Range of use - Length (m)... : 60.0

Waterproof.........ccoceeveciveennns ... Yes

Waterproof (bar)........ccccevevevieenenl 1

Connections

Inlet connection.............cccccccceeeeees. Strgm

Outlet connection.............ccceceeeee..s. USB

Power supply

El.PowerT......cccooiiviiiiiiiicieend. 230V (Hz)....cceeeoe.s 50 (KW)...ovee
Battery......coccoeueeenne 16,5V 7,5 Ah

. 512Gb + 128Gb

Storage / Memory

Additional information

Equipment / Functions..................... 1 ea HD vogn
1 ea Kamera
1 ea Stor stakefjor
1 ea Liten stakefjor
1 ea EasyTab
1 ea 5m skjotekabel til Easytab
1 ea Sentrerings vogn
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Height(mm)..........: 1000



