
Unit no. VIP79

VIDEOINSPEKSJON PROBE

Dimensions
Length(mm)..................................................................: 570 Width(mm).............................................: 350 Height(mm).............................................: 250
Weight (kg)..................................................................: 10

Construction year
Built..................................................................: 2024

Area of use /  certification
Standard.........................................................: non Atex

Type
Fabricator.......................................................: Mitcorp
Model............................................................: Mitcorp X750 HD
Serial no........................................................: S/N: MBCEJA0167

Flow / Pressure / Volume
Range of use  Minimum (Ø mm)..................................................................: 6.2
Camera diametre (mm)..................................................................: 6.0
Range of use  Length (m)..................................................................: 7.0
Waterproof..................................................................: Yes
Waterproof (bar)..................................................................: 0
Articulation (grades)..................................................................: 120

Connections
Inlet connection.................................................: Micro SDcard
Outlet connection................................................: USB TYPE C, MiniHDMI, WiFi

Power supply
El.Power1..................................................................: 100  240V, 5V output (Hz).............................................: 5060 (kW).............................................: 0,015
Battery..........................................................: 3.63V, 4900mAh, 17.8Wh

Additional information

Page:1 of 2



Unit no. VIP79

Equipment / Functions............................................: Contents : 
 1 ea. Shoulder strap
 2 ea. Battery with charger
 1ea probe adapter Sideveiw
 1 ea. probe adapter Dual view mirror
 1 ea. probe Pin adapter for measurments
 1 ea. Cleaning kit
 1 ea. Rigid sleeve
 1 ea. miniHDMI cable
 1 ea. USB TypecC cable(charger cable)
 1 ea. 64GB memory cards
 1ea. manual

Functions:
 120º articulation in all directions.
 5" touchscreen / 800*480
 Still Image and Video recording 2560*1440
 Digital zoom.
 Text – generator.
 Secondary camera on backside of unit.
 GPS
 App VideoscopeNow available
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