
Unit no. ACC27

ACCUMULATOR SKID (1 x 54 ltr)

Dimensions
Length(mm)..................................................................: 219 Width(mm).............................................: 219 Height(mm).............................................: 1922
Weight (kg)..................................................................: 130
Lifting/ Transportation..................................................................: Transportation on pallet

Construction year
Built..................................................................: 2010

Area of use /  certification
Onshore/offshore..................................................................: Offshore

Type
Accumulator type..................................................................: Bladder

Flow / Pressure / Volume
Accumulator (qty)..................................................................: 1 Accumulator/Volume (ltr).............................................: 54
Pmax (bar)..................................................................: 310
Material Quality.................................................: Shell and endcap : Carbon 

Seals : Nitril
Accumulator 1 (Type)..................................................................: Olaer
Accumulator 1 (Serial No.)..................................................................: 2041
Accumulator 1 (Certificate No.)..................................................................: ACC271

Connections
Connection Fluid..................................................................: 1 ea 2’’ BSP Female
Connection Gas..................................................................: 1 ea 1/4’’BSP

Additional information
Equipment / Functions............................................: Temperature range : 15  > +80˚C

Burst disc 275 Bar/80˚C

Surface treatment : Acc. to BPN M501 rev.05 System 1
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