
Unit no. DP26

SUBMERSIBLE PUMP

Dimensions
Length(mm)..................................................................: 430 Width(mm).............................................: 430 Height(mm).............................................: 1200
Weight (kg)..................................................................: 350
Lifting/ Transportation..................................................................: 2 ea liftinglugs

Construction year
Built..................................................................: 2013

Area of use /  certification
Onshore/offshore..................................................................: Offshore
Standard..................................................................: EEx de IIB T3 II 2 G

Type
Fabricator..................................................................: ITT Flygt
Model..................................................................: BS2201.590
Serial no...................................................................: 1280003

Flow / Pressure / Volume
Hz v Qmax measure..................................................................: 60 Qmax (l/min).............................................: 3534
Hz v Pmax measure..................................................................: 60 Pmax (bar).............................................: 8.9
Flowrate1..................................................................: 3534 ltr/min @ 2,6 Bar
Flowrate2..................................................................: 1764 ltr/min @ 7 Bar
Max temp. (GrC)..................................................................: 40

Connections
Inlet connection..................................................................: Suction through pump casing
Outlet connection..................................................................: 1 ea ANSI 4" 150#RF

Power supply
Fuse (A)..................................................................: 125
El.Power1..................................................................: 400440 V (Hz).............................................: 50 (kW).............................................: 37 (A).............................................:
El.Power2..................................................................: 480 V (Hz).............................................: 60 (kW).............................................: 41 (A).............................................:

Additional information
Equipment / Functions............................................: Must be connected to external starter or motor protecting switch.

Max submersion depth 20m. Cable length from pump to the enclosdure is 37 mtr.  
Pump wheel must be changed with alternation of Hz.
The pump can be run only on specified voltage/frequency with existing stator.
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