
Unit no. DM­014

DRILL ­ PNEUMATIC

Dimensions
Length(mm)..................................................................: 267 Width(mm).............................................: 140 Height(mm).............................................: 521
Weight (kg)..................................................................: 22
Equipment Weight ­ (kg)..................................................................: 13
Lifting/ Transportation..........................................: Packet in Pelicase, transport on pallet

Area of use /  certification
Onshore/offshore..................................................................: Offshore

Type
Description......................................................: Air driven drill with air magnet (ATEX)
Fabricator.......................................................: Airbor
Model............................................................: Unibor
Serial no........................................................: 9123

Flow / Pressure / Volume
Max Drilling length (mm)..................................................................: 127

Additional information
Equipment / Functions............................................: Features:

­ Atex Certified Motor
­ Fully Air­powered magnetic drill
­ Integral arbor support for precise cuts
­ Supplied pressureized coolant system for smoother cuts
­ Failsafe permanent magnet
­ Safety interlock system­ motor will only run if magnet is engaged
­ Spark­resistant body for use in hazardous & explosive environments
 
Technical Specifications:
­ Power: 90 psi
­ Speed: 400 RPM
­ Cutting Thickness: 1/2" x 2"
­ Magnet dimensions: 6.5" x 4" x 2"
­ Magnet Adhesion: 657 kg
­ Arbor type: Integrated Arbor for 3/4" Shank Cutter
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