
Unit no. DM019

DRILL  ELECTRICAL

Dimensions
Equipment Weight  (kg)..................................................................: 22
Lifting/ Transportation..........................................: Packet in Pelicase, transport on pallet

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Type
Description......................................................: Electrical driven drill with elctric magnet
Fabricator.......................................................: G&J Hall
Model............................................................: POWERBOR  PB70/2 DRILL
Serial no........................................................: 9646

Additional information
Equipment / Functions............................................:  Rated Motor Power: 1600W

 Voltage: 110V / 230V AC
 Rated Current 14.5A / 6.9A
 IP Rating IP20
 Spindle Speed  load 140 / 470 /min
 Spindle Speed  n0 235 / 780 /min
 No. of speeds 2 Gears 

 Annular Cutter Capacity Ø70mm (needs optional 11/4” arbor above Ø65mm)
 Standard Cutting Depth 50mm
 Twist Drill Capacity Ø32mm 
 Chuck Type 3/4” Weldon Shank Arbor or MT3
 Spindle Fitting MK3

 Magnet Dimensions 200mm x 100mm
 Magnet Power 75W
 Magnetic Adhesion 1500kg (measured on 25mm thick plate)
 Minimum Plate Thickness 12mm (minimum recommended)
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