
Unit no. BC­08A

BUNDLE CLEANER

Dimensions
Length(mm)..................................................................: 782 Width(mm).............................................: 582 Height(mm).............................................: 400
Weight (kg)..................................................................: 32
Lifting/ Transportation..........................................: 5 ea. aluminium cases

Construction year
Built..................................................................: 2017

Area of use /  certification
Onshore/offshore..................................................................: Offshore

Type
Fabricator.......................................................: StoneAge
Model............................................................: Autobox ABX­3L

Connections
Inlet connection.................................................: M24
Air connection...................................................: Claw connection
Air supply (P@Q).................................................: Max air pressure: 8,62 bar 

System operating pressure: 6,89 bar

Additional information
Equipment / Functions............................................: Must be connected to a high pressure hydrojet unit

­ Hose dimension: 4/2– 1/8" BSPM Other hoses on request 
­ Cleaning speed: 0,3 – 0,65 m/sec (adjustable with air­pressure)
­ Pushing/pulling force: 6­68kg
­ Outer diameter of nozzles : 13 mm. Rotating nozzle with interchangeable head for flushing to the side and 
combination forward/side.

Package consisting of:
­ BC­08 A ­ Controlpanel
­ BC­08 B ­ Autobox ABX­3L Automates hands­free heat exchanger pipe cleaning application, designed to run triple, 
double or single flex lance kits
­ BC­08 C ­ Mounting rails for pipe diameters
­ BC­08 D ­ Drive belt, spare hose for hose drum and hand tools
­ BC­08 E ­ Hose drum for Autobox

Dimensions: 
A :  L   782mm   W 582mm   H 400 mm    (31,5 kg)
B :  L 1182mm   W 782mm   H 500 mm    (84,5 kg)
C :  L 1982mm   W 332mm   H 220 mm    (32,5 kg)
D :  L   582mm   W 582mm   H 600 mm    (24,5 kg)
E :  L   745mm    W 440mm   H 775 mm   (30,0 kg)
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