
Unit no. PP­19

PUMP FOR PIGGING / CHEMICAL CLEANING

Dimensions
Length(mm)..................................................................: 1250 Width(mm).............................................: 1120 Height(mm).............................................: 1300
Weight (kg)..................................................................: 520
Lifting/ Transportation..........................................: Frame with forklift channels

Construction year
Built..................................................................: 1992

Area of use /  certification
Onshore/offshore..................................................................: Onshore
Power (Electrical/Diesel)..................................................................: Electrical

Flow / Pressure / Volume
Hz v Q­max measure..................................................................: 50 Q­max (l/min).............................................: 850
Hz v P­max measure..................................................................: 50 P­max (bar).............................................: 4,5

Connections
Inlet connection.................................................: 1 ea. 4" 150# RF flange
Outlet connection................................................: 2 ea. 1" sealfast female 

2 ea. 2" sealfast female

Pump(s)
Pump1 (type).....................................................: Jet­pumpe type PRF (Norco)

Motor / Engine(s)
Motor1 (type)....................................................: Siemens IEC 160M

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 63
El.Power1..................................................................: 220 VD (Hz).............................................: 50 (kW).............................................: 9,5 (A).............................................: 26,5
El.Power2..................................................................: 380 VY (Hz).............................................: 50 (kW).............................................: 9,5 (A).............................................: 15,4
Starter..........................................................: Industry,  400 V 50 Hz

Additional information
Equipment / Functions............................................: Manifold with ball valves on outlet.

Pump in acid­resistant material.
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