
Unit no. PU­18

COMPACT UNIT FOR CHEMICAL CLEANING

Dimensions
Length(mm)..................................................................: 1200 Width(mm).............................................: 800 Height(mm).............................................: 1550
Weight (kg)..................................................................: 500
Lifting/ Transportation..........................................: Frame with wheels.

Construction year
Built..................................................................: 2002

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Flow / Pressure / Volume
Tank Volume (ltr)..................................................................: 390
Hz v Q­max measure..................................................................: 50 Q­max (l/min).............................................: 100

Connections
Inlet connection.................................................: 1 ea. 1" camlock
Outlet connection................................................: 1 ea. 1" camlock

Pump(s)
Pump1 (type).....................................................: Grundfos CRN4­80/7 A­P­G­AUUE acid­resistant

Motor / Engine(s)
Motor1 (type)....................................................: Grundfos Industri 

220­240 VD 50 Hz 
380­415 VY 3,4 A 50 Hz

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 63
El.Power1..................................................................: 400 V (Hz).............................................: 50 (kW).............................................: (A).............................................:
Starter..........................................................: Telemecanique GV2 MC02/ GV2 ME10 IP 54

Filter
Inlet filter (qty)...............................................: 6
Inlet filter house (type)........................................: Cartridge 10 CFS 30 à 10 elements
Inlet filter element (type)......................................: SWC5M30A

Additional information
Equipment / Functions............................................: Immersion heater: 

Backer type K12A T120 (400 V 20,0 A 50­60 Hz, 9 Kw)
Starter for immersion heater:
Telemecanique GV2 MC02/ GV2 ME10 IP 54 (400 V Max. load: 25A)

Manhole cover in tank, the immersion heater is adjustable 30­90ºC.
The unit is built in acid­resistant material
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