Unit no. VIC-22 — IKM
= Testing AS

VIDEO INSPECTION CAMERA SYSTEM

Dimensions

Length(mm).......ccccoveiiinenieeeeel. 580 Width(mm)............ 780 Height(mm)........... 620
Weight (Kg)......cccovenuene 42

Lifting/ Transportation.. ;1 ea Aluminium box

Area of use / certification

Onshore/offshore............................. Onshore

Type

: Endocontrol
... CrabRobot

: CR230/300: S/N: CR-017-i 1107
CR 100/ 125: S/N: CR-009 - 0206
CR 125/ 150: S/N: CR-010 - 0206

Flow / Pressure / Volume

Range of use - Minimum (& mm)..... 100.0
Range of use - Max recom.(@ mm).. 230.0

Range of use - Length (m)............... 50

Waterproof.............cc.cceeveeeveveeeenee..:. NO

Connections

Outlet connection............................. Video BNC/RCA

Power supply

ElLPowert......cccocoiviiiiieeeneenl. 220V (Hz).............: 50 (KW)...oeeen (A)eriieee

Additional information

Equipment / Functions..................... Self propelling camera-robot capable of driving through bends in all direction. (min 1,5xD). 15” LCD-monitor. Can
pass through up to 8 bends.
Contents:

1 ea. System-unit w/ LCD-monitor

1 ea. CR-100 / 125 CrabRobot

1 ea. CR-125/ 150 CrabRobot

1 ea. CR 230/ 300 CrabRobot

1 ea. Drum w/ 50m cable

1 ea. Controlunit

2 ea. Connection cable 3m and 10m
1 ea. Power cable

1 ea. Box with tools and spare parts
1 ea. Safety wire
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