Unit no. VIC-33

VIDEO INSPECTION CAMERA SYSTEM

Dimensions
Length(mm).......ccooceeiiiiiieel. 790 Width(mm)............ 590
Weight (Kg).......ccceenee. .37
Lifting/ Transportation.. : Packed in aluminium box
Area of use / certification
Onshore/offshore............................. Onshore
Type
: PearPoint
1 P331
10/RP2912-PP35-203
Flow / Pressure / Volume
Range of use - Minimum (& mm)..... 36.0
Range of use - Max recom.(d mm).. 250.0
Camera diametre (mm)...... ... 25.0
Range of use - Length (m).. .. 30
Waterproof..........ccceevieeene ... Yes
Waterproof (bar)........ccccceveveveeenes 11
Connections
Inlet connection................................  Video BNC, Phono
Outlet connection.............................  Video BNC, Phono
Power supply
110/220/240 V AC (Hz).............. 47/63 (KW)...oeeen
12V DC Vehicle supply
1GB
Additional information
Equipment / Functions..................... Textgenerator, Rod Counter, Recorder (CF)

Control unit P330 Ser. No: 10/RP2859-PP-10090
25 mm camera Ser. No: 281-30-439
50 mm camera Ser. No: 330-30-5176

Contents:

1 ea. Control unit w/screen, text-generator, digital VCR (CF- Card)
1 ea. 30 m flexible rod

1 ea. 25 mm camera

1 ea. 50 mm camera

1 ea. Flexi adapter

1 ea. CF-card USB adapter w/ 1Gb CF-card and cable

3 ea. Skids w/ Brushes to support camera in larger diameters
1 ea. Headset

1 ea. Cd w/software for Windows

1 ea. Powersupply 12V DC Vehicle supply

1 ea. Powersupply 110/220/240 V AC

1 ea. Signal cable

1 ea. Manual

1 ea. Tools for mounting skids

1 ea. Tube w/grease
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Height(mm)........... 620



