
Unit no. VIC41

VIDEO INSPECTION CAMERA SYSTEM

Dimensions
Length(mm)..................................................................: 805 Width(mm).............................................: 525 Height(mm).............................................: 310
Weight (kg)..................................................................: 21
Lifting/ Transportation..................................................................: 3 ea packages

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Type
Item type..................................................................: 360˚ Weldinspectioncamera
Fabricator..................................................................: ViZaar
Model..................................................................: InViz Revolver 80
Serial no...................................................................: 030

Flow / Pressure / Volume
Range of use  Minimum (Ø mm)..................................................................: 80.0
Range of use  Max recom.(Ø mm)..................................................................: 1000.0
Range of use  Length (m)..................................................................: 50
Waterproof..................................................................: Yes

Connections
Outlet connection..................................................................: Compositt, Svideo

Power supply
El.Power1..................................................................: 96256 VAC (Hz).............................................: 50/60 (kW).............................................: (A).............................................:

Additional information
Equipment / Functions............................................: Dimension VIC41A:  L 805 mm / W 525 mm / H 310 mm (20,5 kg)

Dimension VIC41B:  L 600 mm / W 500 mm / H 220 mm (15 kg)
Dimension VIC41B:  L 700 mm / W 230 mm / H 800 mm (9,5 kg)

10x optic zoom side view (46˚  4,6˚) + 4x digital zoom front view. Rotation speed 0,1˚  90˚ per second.
Manual light adjustment, manual and auto focus.

Contents:
2 ea 25m 8mm cable
2 ea Sentrationwagongs with wheels 
1 ea Sentrationcup
1 ea Revolver camera
1 ea Controlpanel
1 ea Powersupply
1 ea Display
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