
Unit no. VIC42

VIDEO INSPECTION CAMERA SYSTEM

Dimensions
Length(mm)..................................................................: 762 Width(mm).............................................: 635 Height(mm).............................................: 381
Weight (kg)..................................................................: 25
Lifting/ Transportation..................................................................: Pelicase 1690 with wheels

Area of use /  certification
Onshore/offshore..................................................................: Offshore
Standard..................................................................: EEX ia IIC T6 Zone 0

Type
Item type..................................................................: EX Camera
Fabricator..................................................................: Pearpoint
Model..................................................................: P374 IS EX
Serial no...................................................................: 374062084

Flow / Pressure / Volume
Range of use  Minimum (Ø mm)..................................................................: 25.0
Range of use  Max recom.(Ø mm)..................................................................: 100.0
Range of use  Length (m)..................................................................: 61
Waterproof..................................................................: Yes
Waterproof (bar)..................................................................: 11

Connections
Inlet connection..................................................................: Composite
Outlet connection..................................................................: Composite

Power supply
El.Power1..................................................................: 100240 V AC (Hz).............................................: 4763 (kW).............................................: (A).............................................:
Battery..................................................................: 12 VDC

Additional information
Equipment / Functions............................................: Builtin textgenerator and counter.

Only the camera and flexible rod are EX.
Monitor and drum has to be placed in safe zone.

Contents
P374 IS EX Kamera 
Camera
Powerchord
12V power supply
2ea 3” sentrationskids
2ea 4” axial sentrationskids
2ea 4” radial sentrationskids
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