
Unit no. VU04

WAXING UNIT

Dimensions
Length(mm)..................................................................: 3000 Width(mm).............................................: 2430 Height(mm).............................................: 2800
Weight (kg)..................................................................: 3700
Lifting/ Transportation..........................................: 10' Offshore container with forklift channels. and lifting devices. DNV 2.71 

Ref Cert frame : 64825   /  Ref Serial no : 06180

Construction year
Built..................................................................: 2007

Area of use /  certification
Onshore/offshore..................................................................: Onshore

Flow / Pressure / Volume
Tank Volume (ltr)..................................................................: 40

Connections
Inlet connection.................................................: Air: 1 ea. 1" Offshore claw coupling

Pump(s)
Pump1 (type).....................................................: King Graco Xtreme
Pump1 (Cert. No.)................................................: A9800913

Motor / Engine(s)
Motor1 (type)....................................................: Wistro B30 IL22 

Lönne PG162PCB5112
Motor1 (Cert. No.)...............................................: (Serial No: 114335 and 165805)

Power supply
Fuse (qty)..................................................................: 1 Fuse (A).............................................: 63
El.Power1..................................................................: 400, 440, 480, 660, 690 V (Hz).............................................: 50/60
Control Panel....................................................: Trafo: OTF T3/2360/93 IP: 23

Additional information
Equipment / Functions............................................: WAXING CAPACITY: 11 l/min max 490 Bar

N2 tankvolume : 50 l N2 bottle 200 Bar

HOSE:
3/8” hose 2 x 100m 0,42kg/meter

EQUIPMENT/FUNCTIONS:
 Work Bench, Fire Extinguisher, Lighting, Heater 1000W and 230 V 16AV sockets
 Calibration of measuring equipment performed by request from project. 
 N2 bottle, N2R case and wax must be nestled from project.
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