Unit no. TP-309 — IKM
=3 Testing AS

TEST PUMP DHDA33 EX/ATEX SONE 1

Dimensions
Length(mm).....cccooviiiiiiil. 711 Width(mm)............ 700 Height(mm)........... 835
Weight (Kg)....cooeeoeerennenne o112

Lifting/ Transportation : Transportation on pallet

Area of use / certification

Onshore/offshore............................. Offshore
Standard . EX/ATEX, Sone 1
Type

Fabricator............cccccecvvevverneenees. Hydratron
Model........ccovveevveeeeeceeeeeveeeeeieeenn... DHDAS33

Flow / Pressure / Volume

Q-max (I/min)......cccccvvvevvrivecennes. 31,72

P-max (bar)........ccc..... ... 464 P-max (PSI)......ccocevneent
Output / Stryke cycle........................ 0,2557 liter

Connections

Inlet connection................................ 1 ea 1" Camlock

Outlet connection ... 1ea1/4" BSP Male
Air connection.......... ... 1 ea 1" Offshore claw coupling

Air supply (P@Q) : 7 bar @ 4,53 Sm3/min
Filter
Inlet Filter...............cccccvvveeeeeennnee.... Washable strainer

Additional information
Equipment / Functions..................... Q max. : 31,7 litre/min (with 4,53 Sm3 air supply)

Integrated stroke-counter.

Can be used with water, hydraulic and some type of chemicals
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