
Unit no. HHD284

HANDLING FRAME CTS  HPU

Dimensions
Length(mm)..................................................................: 585 Width(mm).............................................: 585 Height(mm).............................................: 600
Lifting/ Transportation..........................................: Packet in aluminium box
Certificate(s) / Serial No:......................................: HHD274

Construction year
Built..................................................................: 2012

Area of use /  certification
Onshore/offshore..................................................................: Offshore

Hose
Work Pressure WP (bar)..................................................................: 240

Connections
Inlet connection.................................................: ½” Tema Quick connection female

Air inlet coupling : 1” offshore clawcoupling
Outlet connection................................................: ½” Tema Quick connection female

Pump(s)
Pump1 (type).....................................................: VS 8C  (5 ltr/min)
Pump1 (Cert. No.)................................................: 85110157

Filter
Filter outlet (qty)..................................................................: 1 Filterhouse (type).............................................: MPTO212CAG2PO1 Filterelement (type).............................................: 60782G03

Additional information
Equipment / Functions............................................: Pneumatic HPU to run work platform on Aframe

Tank volume : 20 litre
Flow approx. : 5 l/min
Draft first layer : 1880 kg

Other information : 
2 x 3 meter ½” Hydraulic Hose with female quick connctions
2 x Surface Pads (frame)
1 x Stick Isolock (frame)
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