
Unit no. HVS19

WATER ANALYSER /SENSOR

Dimensions
Length(mm)..................................................................: 630 Width(mm).............................................: 495 Height(mm).............................................: 355
Weight (kg)..................................................................: 16

Construction year
Built..................................................................: 2014

Type
Item type........................................................: Measure water content in oil
Fabricator.......................................................: Mitsubishi Tiltrator
Model............................................................: CA31
Serial no........................................................: CA31: H3M00264

Power supply
Battery..........................................................: AC 100/120/220/240V (50/60Hz) 60VA

Content
Content..........................................................: 1 ea. Generator solution cell 

1 ea. Cathode solution cell 
1 ea. Detection electrode 
1 ea. Sample injection plug 
1 ea. Stirring bar 
1 ea. Exhaust tube 
1 ea. Sealing plug 
1 ea. Grease 
1 ea. 100ml syringe  
5 ea. Membrane 
1 ea. Bottle Hydranal  
10 ea Mixing Capsules   

Flow / Pressure / Volume
Measure Range....................................................: 01000PPM / 0100% saturation

Additional information
Equipment / Functions............................................: Measure water content in oil. (Petroleum and syntethic fluids and fuels).  

When the result raises above 1000ppm the solution changes to % saturation.  
The unit uses karl fischer method. 
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