
Unit no. SAM029

AIR DRIVEN SAW

Dimensions
Length(mm)..................................................................: 437 Width(mm).............................................: 41 Height(mm).............................................: 135
Equipment Weight  (kg)..................................................................: 4
Lifting/ Transportation..........................................: Transportation on pallet

Area of use /  certification
Onshore/offshore..................................................................: Onshore
Standard.........................................................:

Type
Description......................................................: Air driven saw  handheld
Fabricator.......................................................: Sioux
Model............................................................: 1300
Serial no........................................................: 9095

Flow / Pressure / Volume
Speed (stroke/min)..................................................................: 1800
Stroke length (mm)..................................................................: 15

Connections
Air connection...................................................: 1/4" NPT. Please specify Xover with order (Claw, hansen, osv)
Air supply (P@Q).................................................: 56 bar (max 6 bar)  

Air consumption : 0,102 m3/m

Additional information
Equipment / Functions............................................:  Must be used with waterseparator and oillubricator. 

 Power: 1 hp (0.75 kW) 

Blade must be ordered separately.
Blades:
FOSIOF111014  Sawblade 100mm Sioux Z2,5mm
FOSIOF111020  Sawblade 150mm Sioux Z1,4mm
FOSIOF111026  Sawblade 200mm Sioux Z1,4mm
FOSIOF111031  Sawblade 300mm Sioux Z2,5mm

FEATURES
 Lockoff Trigger Start
 Variable Speed
 Swivel Air Inlet
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